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Introduction 

This study aimed to evaluate and compare the water sorption and solubility of two 3D-printed 

resin-based materials subjected to different post-production polymerization protocols, using a 

milled resin-based material as control. 

Method 

Disc-shaped specimens were fabricated according to ISO 4049:2019 from two 3D-printing 

resins—Saremco Print CROWNTEC (n = 15) and FREEPRINT Temp (n = 15)—and one milled 

resin, Temp Premium Flexible (n = 5). Printing was performed using a digital light processing 

printer (Asiga Max UV). Printed specimens were randomly assigned to one of three post-

polymerization protocols: (1) 4000 flashes + nitrogen (N₂), (2) 2000 flashes + nitrogen (N₂), or (3) 

4000 flashes without nitrogen. Specimens were polished, volume calculated, dried to constant 

mass (m₁), immersed in distilled water at 37 °C for 7 days, weighed (m₂), and redried to 

constant mass (m₃). Wsp and Wsl were calculated according to ISO 4049. Statistical 

significance was set at p < 0.05 (Welch’s t-test). 

 Results 

For both 3D-printed materials, Wsp differed significantly between protocols 1 and 2. Although 

the highest Wsp values were observed with protocol 3 (without N₂), differences were not 

significant compared to nitrogen-assisted protocols. FREEPRINT Temp showed significantly 

higher Wsp than both Saremco Print CROWNTEC and the milled control. Wsl was significantly 

lower for FREEPRINT Temp with protocol 2, while no protocol-dependent differences were 

found for Saremco Print CROWNTEC. The milled control exhibited significantly lower Wsl than 

the 3D-printed materials, except for FREEPRINT Temp polymerized with protocol 2. 

Conclusion 

Water sorption and solubility of 3D-printed dental materials were influenced by polymerization 

protocol in a material-dependent manner. 

 

 

 



Figure 1. Water sorption in 3D-printed materials utilizing three different post-production 

polymerization protocols. The milled material (Temp Premium Flexible) did not undergo further 

polymerization post-production. Different lowercase letters show significant difference 

between polymerization protocol within each 3D-printed material.  

 

Protocol 1: 4000 flashes + N2, 2: 2000 flashes + N2, 3: 4000 flashes without N2. 

Figure 2. Water solubility of 3D-printed materials utilizing three different post-production 

polymerization protocols. The milled material (Temp Premium Flexible) did not undergo further 

polymerization post-production. Different lowercase letters show significant difference 

between polymerization protocol within each 3D-printed material. 

 

Protocol 1: 4000 flashes + N2, 2: 2000 flashes + N2, 3: 4000 flashes without N2. 
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